
iWave-R UVPCO Ionizers UV Light
Replacement Interval NONE EVERY 2 YEARS ANNUALLY

Self-Cleaning

Kills Mold, Bacteria and Virus

Kills Pathogens in Space

Controls Odors

Reduces Particles in Air POOR

Universal Voltage (24VAC to 240VAC) SOME MODELS

Simple, Universal Mounting Design

Limited Three Year Warranty

Produces Detectable Ozone - an Irritant 

Produces Other Harmful Byproducts SOME MODELS

Fragile/Contains Mercury

Contains Titanium Dioxide - A Respiratory Concern SOME MODELS

4900-20

4900-20

For Systems Up to 6 Tons  
(2400 CFM)

Self-Cleaning!
No Maintenance! Nu-Calgon | 2611 Schuetz Rd. | St. Louis, MO 63043

Customer Service: 800-554-5499 | Chemical Emergency: 800-424-9300
www.nucalgon.com | (119) CALGON is a licensed trade name.

EASY TO INSTALL
Installs into any brand of residential ducted air 
conditioning equipment, often in 15 minutes or 
less. Simply attach ON or IN duct or interior air 
handler wall or at fan inlet. Install between 
air filter and cooling coil.

FEATURES 
World’s First Self-Cleaning System
No Maintenance!
No Replacement Parts
Produces No Harmful Byproducts - 0.00ppm Ozone1

Universal Mounting - Magnetically Attach or Screw to Surface
Universal Voltage - Accepts 24VAC to 240VAC
UL and cUL Approved
1 Tested and passed UL 867-2007 ozone chamber test. 

BENEFITS
Kills Bacteria and Virus such as  
E. Coli, Staph, MRSA, and Tuberculosis
Prevents “Dirty Sock” Syndrome
Reduces Static Electricity
Removes Pet Odors
Removes Cooking Odors
Kills Airborne Mold
Reduces Smoke
Controls Allergens
Reduces Air Particles
Reduces VOCs
Keeps Coil Cleaner

Independent testing shows Cold Plasma kills 96% 
of pathogens, including H1N1, in 30 minutes in 
the living space. Reduced Legionella by 99.71%.

Patent No. 9,289,779 B2
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iWave-R vs. Other Market Options:


